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USEFUL DATA FOR DYERS AND TEXTILE CHEMISTS

employed. It is presumed that the reader is familiar in a general way
with the method and values of the metric system, but his attention is
called at this point to following equivalents, both of the metric system and
the common English system, which will be found useful and practical for
reference.

1 liter (I.) =1000 cubic centimeters (cc.).
1 liter of water weighs 1 kilogram (kilo.).
1 cc. of water weighs 1 gram, (gm.).
1 cubic foot of water weighs 62.5 pounds.
1 gram = 1000 milligrams (mgm.}.
1 kilogram = 1000 grams =2.2 pounds.
1 pound (Avoir.) =453.9 grams.
1 gallon (U. S.) =231 cubic inches.
1 gallon water=8.3 pounds.
1 pint water=1 pound (approximately).
1 liter = 1 quart (approximately).           /

To convert feet to meters multiply by 0.3.
Meters to feet multiply by 3.3.
Cubic feet to gallons multiply by 7.5.   |
Gallons to cubic feet multiply by 0.13.'
Cubic feet to liters multiply by 28.33.
Liters to cubic feet multiply by 0.035.
Inches to centimeters multiply by 2.5.
Centimeters to inches multiply by 0.4.
Ounces to grams multiply by 28.35.
Grams to ounces multiply by 0.04.
Grains to grams multiply by O.OG5.
Grams to grains multiply by 15.43.
Yards to meters multiply by 0.9.
Meters to yards multiply by 1.1.
Quarts to liters multiply by 0.95.
Liters to quarts multiply by 1.06.
Gallons to liters multiply by 3.78.
Liters to gallons multiply by 0.26.

An English (Imperial) gallon is larger than the United States gallon; it contains
277i cubic inches=4.54 liters; it contains 10 pounds of water.

3. CONVERSION TABLES.

CONVERSION OF KILOGRAMS INTO POUNDS.

Kilos.
	Lbs.
	Kilos.
	Lbs.
	Kilos.
	Lbs.
	Kilos.
	Lbs.

1
	2*
	7
	15|
	40
	88
	100
	220 1

2
	4|
	8
	k       17f
	.   50
	not
	200
	441

3
	6|
	9
	191
	60
	132
	300
	661

4
	81
	10
	221
	70
	154
	400
	882

5
	11
	20
	4.U
	80
	176
	500
	1102}

6
	13i
	30
	66J
	90
	198
	600
	1323

